the water supply on the premises where such burning is
done. The person doing the burning shall remain on the
premises 1 hour after the torch or flame-producing device
is utilized.
308.1.4 Open-flame cooking devices. Charcoal burners
and other open-flame cooking devices shall not be operated on combustible balconies or within 10 feet (3048
mm) of combustible construction.
Exceptions:
1. One- and two-family dwellings.
2. Where buildings, balconies and decks are protected by an automatic sprinkler system.
3. LP-gas cooking devices having LP-gas container
with a water capacity not greater than 21/2 pounds
[nominal 1 pound (0.454 kg) LP-gas capacity].
308.1.5 Location near combustibles. Open flames such
as from candles, lanterns, kerosene heaters and gas-fired
heaters shall not be located on or near decorative material
or similar combustible materials.
308.1.6 Open-flame devices. Torches and other devices,
machines or processes liable to start or cause fire shall not
be operated or used in or on wildfire risk areas, except by a
permit in accordance with Section 105.6 secured from the
fire code official.
Exception: Use within inhabited premises or designated campsites that are not less than 30 feet (9144
mm) from grass-, grain-, brush- or forest-covered areas.
308.1.6.1 Signals and markers. Flame-employing
devices, such as lanterns or kerosene road flares, shall
not be operated or used as a signal or marker in or on
wildfire risk areas.
Exception: The proper use of fusees at the scenes of
emergencies or as required by standard railroad
operating procedures.
308.1.6.2 Portable fueled open-flame devices. Portable open-flame devices fueled by flammable or combustible gases or liquids shall be enclosed or installed
in such a manner as to prevent the flame from contacting combustible material.
Exceptions:
1. LP-gas-fueled devices used for sweating pipe
joints or removing paint in accordance with
Chapter 61.
2. Cutting and welding operations in accordance
with Chapter 35.
3. Torches or flame-producing devices in accordance with Section 308.4.
4. Candles and open-flame decorative devices in
accordance with Section 308.3.

hand-held candles. Hand-held candles shall not be passed
from one person to another while lighted.
308.1.7.1 Aisles and exits. Candles shall be prohibited
in areas where occupants stand, or in an aisle or exit.
308.1.8 Flaming food and beverage preparation. The
preparation of flaming foods or beverages in places of
assembly and drinking or dining establishments shall be in
accordance with Sections 308.1.8.1 through 308.1.8.5.
308.1.8.1 Dispensing. Flammable or combustible liquids used in the preparation of flaming foods or beverages shall be dispensed from one of the following:
1. A 1-ounce (29.6 ml) container.
2. A container not exceeding 1-quart (946.5 ml)
capacity with a controlled pouring device that
will limit the flow to a 1-ounce (29.6 ml) serving.
308.1.8.2 Containers not in use. Containers shall be
secured to prevent spillage when not in use.
308.1.8.3 Serving of flaming food. The serving of
flaming foods or beverages shall be done in a safe manner and shall not create high flames. The pouring,
ladling or spooning of liquids is restricted to a maximum height of 8 inches (203 mm) above the receiving
receptacle.
308.1.8.4 Location. Flaming foods or beverages shall
be prepared only in the immediate vicinity of the table
being serviced. They shall not be transported or carried
while burning.
308.1.8.5 Fire protection. The person preparing the
flaming foods or beverages shall have a wet cloth towel
immediately available for use in smothering the flames
in the event of an emergency.
308.2 Permits required. Permits shall be obtained from the
fire code official in accordance with Section 105.6 prior to
engaging in the following activities involving open flame,
fire and burning:
1. Use of a torch or flame-producing device to remove
paint from a structure.
2. Use of open flame, fire or burning in connection with
Group A or E occupancies.
3. Use or operation of torches and other devices, machines
or processes liable to start or cause fire in or on wildfire
risk areas.
308.3 Group A occupancies. Open-flame devices shall not
be used in a Group A occupancy.
Exceptions:
1. Open-flame devices are allowed to be used in the
following situations, provided that approved precautions are taken to prevent ignition of a combustible
material or injury to occupants:

308.1.6.3 Sky lanterns. A person shall not release or
cause to be released an untethered sky lantern.

1.1. Where necessary for ceremonial or religious
purposes in accordance with Section
308.1.7.

308.1.7 Religious ceremonies. Where, in the opinion of
the fire code official, adequate safeguards have been taken,
participants in religious ceremonies are allowed to carry

1.2. On stages and platforms as a necessary part
of a performance in accordance with Section
308.3.2.

